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Bay Shore Systems

ITEM

REF. DWG:

SPECIFICATIONS UNLESS 
OTHERWISE NOTED:
1. ALL DIMENSIONS ARE IN

  INCHES UNLESS
  OTHERWISE NOTED.

2. REMOVE ALL SHARP EDGES
  AND BURRS.

3. TOLERANCE:
 X.XX   ±0.01
X.XXX   ±0.005

 FRACTIONS    ±1/16
  ANGLES  

  125    MICROINCHES

JOB:
MODEL:

HEAT TREAT:
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RIG SN: Q-000173 -

TR150-60 ON KOMATSU PC490 LC-10
4 ELEMENT, SQUARE BARSETTR150

435958
435958

N/A

AWYLAND

10/29/2019

1 1
NONE

SPECIFICATIONS:

TORQUE - 150,000 FT.LBS
DRILLING DEPTH - 70 FT
BASE MACHINE - KOMATSU PC490 LC-10
DRILL SPEED - 0 TO 30 RPM
SPIN OFF - 100 RPM
CROWD STROKE - 168" (14')
CROWD FORCE - 35,000 LBS
KELLY WINCH - 40,000 LB LINE PULL
SERVICE WINCH - 18,000 LB LINE PULL
SIDE TILT - 10 DEG. LEFT/RIGHT
KELLY BARSET - 4 ELEMENT SQUARE (6" INNER) 
ATTACHMENT WEIGHT - APPROX. 18,500 LBS 
BARSET WEIGHT - APPROX. 8,400 LBS 
TRANSPORT WEIGHT - APPROX. 137,000 LBS

 RADIUS FROM  UNDER STUB
 CENTER (FT-IN)  HEIGHT (FT-IN)
 [DIM A]  [DIM B]

 13'  17'-1

 14'  16'-4"

 16'  14'-5"

 18'  11'-5"

 19'-10"  3'-11"
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EXCAVATOR KOMATSU PC490LC-10

Serial No. ...........................................80048
Hours at installation............................26.3 hrs
Approximate Overall Weight...............106,880 lbs
Scaled Weight (less stick & bucket) ..........________
Engine horsepower ...........................359 hp @ 1,900 rpm
Max. system pressure .......................5,400 psi

..........................1 X 184 gpm
Pilot System .......................................470 psi
Additional Counterweight ...................8,000 lbs (by BSS)

Custom Straight Boom .......................7,000 lbs (by BSS)

DRILL ATTACHMENT TR150-60

Weight ................................................16,500 lbs (without bar set)

Height w/o tooling...............................22’-5”
Crowd Stroke .....................................168”
Crowd Force.......................................35,000 lbs
Kelly Winch ........................................Bay Shore Winch - 40

equal speed ..................................170 fpm
Service Winch ....................................Pullmaster M-12

equal speed ...................................143 fpm
Rotary

torque ............................................150,000 ft-lbs
drilling speed .................................0-30 rpm
spin-off speed ................................100 rpm

Square Kelly ......................................60 ft - 4 element (Square Locking)

weight ............................................8,240 lbs
Diameter ............................................up to 14’ (168”)

Track Rig TR150-60
SPECIFICATIONS
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